Order form
FOR DIESEL-PUMPING UNITS
Customer Data
	1. 
	Company
	

	2. 
	Address: 
	

	3. 
	Contact person, telephone, fax, E-mail
	

	Technical Data

	1. 
	Capacity, m3/h
	

	2.
	Head, m 
	

	3.
	Geodesic suction head, m 
	

	4.
	Climatic version
	

	Application

	1. 
	firefighting
	

	2. 
	irrigation and drainage
	

	3. 
	mining
	

	4. 
	Other (please specify)
	

	Operating conditions


	1. 
	Location (region)
	

	2. 
	Climatic conditions: max t°C, min t°C, влажность при этих температурах
	

	3. 
	in premises, shed, outdoor
	

	4. 
	heated / non-heated premises
	

	DESIGN Feature REQUIREMENTS

	1.Mobility
	YES 
	NO 

	1.1 Stationary;
	
	

	1.2 Mobile:
	
	

	 - on the sliding frame (sleds)
	
	

	 - on the trailer chassis
	
	

	3. Scope of supply: 
	
	

	3.1 gas-jet vacuum device for suction line
	
	

	3.2 Standard suction line (movable component with input filter (if non-return valve with intake grid is present, input filter is not supplied) and two position location – along and across the station) with 6-7m length; 
	
	

	3.3 Customized suction line (you need to provide pipeline scheme); 
	
	

	3.4 Weather protection:
	
	

	 - protection hood;
	
	

	 - protection awning
	
	

	3.5 Lifting device for the suction line; 
	
	

	3.6 discharge nozzle valve 
	
	

	3.7 Non-return valve with intake grid on the suction line;
	
	

	3.8 Additional equipment: you specify what you need instead of standard configuration or additional equipment 
	
	

	3.9 Fuel tank capacity (time of continuous operation without refueling); 
	
	

	3.10 Start-up mode:
	
	

	 - manual
	
	

	 - automatic
	
	

	ADDITIONAL DESIGN Feature REQUIREMENTS OF THE CUSTOMER


	


Note: drive is equipped with all systems and with no additional requirements imposed.

